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DL-AC202K 〇 130.2 〇
DL-AC205V 〇 131.0 〇
DL-AC302K 〇 132.1 〇
DL-AC305V 〇 130.3 〇
DL-AC502K 〇 130.9 〇
DL-AC602K 〇 131.2 〇
DL-D060L DL-YP100 〇 95.3 〇
DL-D060LW DL-YP100 〇 85.3 〇
DL-D060N DL-YP100 〇 99.3 〇
DL-D060W DL-YP100 〇 98.6 〇
DL-D063L DL-YP101 〇 115.7 〇
DL-D063LW DL-YP101 〇 106.3 〇
DL-D063N DL-YP101 〇 120.0 〇
DL-D063NW DL-YP101 〇 111.0 〇
DL-D063W DL-YP101 〇 118.9 〇
DL-D063WW DL-YP101 〇 110.5 〇
DL-D064L DL-YP102 〇 111.3 〇
DL-D064LW DL-YP102 〇 101.7 〇
DL-D064N DL-YP102 〇 115.1 〇
DL-D064NW DL-YP102 〇 106.2 〇
DL-D064W DL-YP102 〇 113.7 〇
DL-D064WW DL-YP102 〇 105.5 〇
DL-D065L DL-YP103 〇 113.2 〇
DL-D065LW DL-YP103 〇 105.0 〇
DL-D065N DL-YP103 〇 118.5 〇
DL-D065NW DL-YP103 〇 110.0 〇
DL-D065W DL-YP103 〇 116.5 〇
DL-D065WW DL-YP103 〇 108.5 〇
DL-D066L DL-YP104 〇 106.8 〇
DL-D066LW DL-YP104 〇 100.0 〇
DL-D066N DL-YP104 〇 113.2 〇
DL-D066NW DL-YP104 〇 103.7 〇
DL-D066W DL-YP104 〇 112.0 〇
DL-D066WW DL-YP104 〇 103.4 〇
DL-D077L DL-YP105 〇 117.8 〇
DL-D077LW DL-YP105 〇 117.8 〇
DL-D077N DL-YP105 〇 125.0 〇
DL-D077NW DL-YP105 〇 121.5 〇
DL-D077W DL-YP105 〇 122.6 〇
DL-D077WW DL-YP105 〇 122.6 〇
DL-D1009N 〇 122.3 〇
DL-D1509N 〇 115.7 〇
DL-E14VA 〇 109.6 〇
DL-E14VN 〇 109.6 〇
DL-E22VA 〇 100.0 〇
DL-E22VN 〇 100.0 〇
DL-E42VAS 〇 93.3 〇
DL-E42VNS 〇 93.3 〇
DL-EG015-W 〇 132.0 〇
DL-EG016-W 〇 160.6 〇
DL-EH103N DL-YPH07 〇 140.2 〇
DL-EH103N DL-YPH09 〇 140.2 〇
DL-EH104N DL-YPH07 〇 140.2 〇
DL-EH104N DL-YPH09 〇 140.2 〇
DL-EH105N DL-YPH07 〇 144.8 〇
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DL-EH105N DL-YPH09 〇 144.8 〇
DL-EH107N DL-YPH07 〇 174.2 〇
DL-EH107N DL-YPH09 〇 174.2 〇
DL-EH203N DL-YPH08 〇 136.3 〇
DL-EH203N DL-YPH10 〇 136.3 〇
DL-EH203N DL-YPH11 〇 136.3 〇
DL-EH204N DL-YPH08 〇 136.3 〇
DL-EH204N DL-YPH10 〇 136.4 〇
DL-EH205N DL-YPH08 〇 145.4 〇
DL-EH205N DL-YPH10 〇 145.4 〇
DL-EH207N DL-YPH08 〇 178.8 〇
DL-EH207N DL-YPH10 〇 178.8 〇
DL-EH208N DL-YPH07 〇 181.3 〇
DL-EH208N DL-YPH09 〇 181.3 〇
DL-EH301N DL-YPH12 〇 158.4 〇
DL-EH302N DL-YPH12 〇 160.8 〇
DL-EH401N DL-YPH10x2 〇 157.5 〇
DL-EH402N DL-YPH10x2 〇 159.6 〇
DL-EL15N-S 〇 136.3 〇
DL-EL16N-S 〇 163.6 〇
DL-EL20N-W DL-YPH02 〇 108.0 〇
DL-EL21N-W DL-YPH02 〇 105.0 〇
DL-EL22N-W DL-YPH02 〇 105.0 〇
DL-EL23N-W DL-YPH02 〇 107.5 〇
DL-EL24N-W DL-YPH02 〇 110.0 〇
DL-EL25N-W DL-YPH10 〇 141.7 〇
DL-EL25N-W DL-YPH11 〇 142.7 〇
DL-EL25N-W DL-YPH12 〇 146.7 〇
DL-EL26N-W DL-YPH10 〇 137.1 〇
DL-EL26N-W DL-YPH11 〇 137.1 〇
DL-EL26N-W DL-YPH12 〇 144.0 〇
DL-EL27N-W DL-YPH10 〇 135.9 〇
DL-EL27N-W DL-YPH11 〇 135.9 〇
DL-EL27N-W DL-YPH12 〇 142.7 〇
DL-EL31L-W 〇 123.2 〇
DL-EL31N-W 〇 150.0 〇
DL-EL32L-W 〇 118.6 〇
DL-EL32N-W 〇 143.0 〇
DL-EL33L-W 〇 120.9 〇
DL-EL33N-W 〇 146.5 〇
DL-EL34N-B 〇 120.9 〇
DL-EL34N-W 〇 138.3 〇
DL-EL35L-W 〇 113.9 〇
DL-EL35N-W 〇 139.2 〇
DL-EL36L-W 〇 108.8 〇
DL-EL36N-W 〇 132.9 〇
DL-EL37L-W 〇 111.3 〇
DL-EL37N-W 〇 136.0 〇
DL-EL38N-B 〇 112.0 〇
DL-EL38N-W 〇 128.4 〇
DL-EL40N-W 〇 146.6 〇
DL-EL41N-B 〇 124.4 〇
DL-EL41N-W 〇 137.2 〇
DL-EL42N-B 〇 115.1 〇
DL-EL42N-W 〇 127.2 〇
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DL-EL45N-B 〇 136.0 〇
DL-EL45N-W 〇 145.3 〇
DL-EL46N-B 〇 125.9 〇
DL-EL46N-W 〇 134.8 〇
DL-EL50N-W DL-YPH08 〇 134.1 〇
DL-EL50N-W DL-YPH10 〇 134.1 〇
DL-EL50N-W DL-YPH11 〇 134.1 〇
DL-EL51N-W DL-YPH10 〇 150.0 〇
DL-EL51N-W DL-YPH11 〇 150.0 〇
DL-EL51N-W DL-YPH12 〇 141.2 〇
DL-EL52N-W DL-YPH10 〇 147.5 〇
DL-EL52N-W DL-YPH11 〇 147.5 〇
DL-EL52N-W DL-YPH12 〇 136.9 〇
DL-EL53N-W DL-YPH10 〇 154.8 〇
DL-EL53N-W DL-YPH11 〇 154.8 〇
DL-EL53N-W DL-YPH12 〇 140.7 〇
DL-MA700N 〇 151.7 〇
DL-MA800N 〇 155.1 〇
DL-MB500N 〇 141.0 〇
DL-MB600N 〇 144.2 〇
DL-MF100W DL-M100N 〇 160.0 〇
DL-MF200W DL-M200N 〇 160.0 〇
DL-MF300N DL-M300L 〇 121.6 〇
DL-MF300N DL-M300N 〇 148.3 〇
DL-MF300N DL-M300W 〇 143.2 〇
DL-MF300N DL-M301N 〇 154.2 〇
DL-MF300N DL-M310N 〇 159.2 〇
DL-MF300N DL-M500L 〇 124.0 〇
DL-MF300N DL-M500N 〇 148.0 〇
DL-MF300N DL-M500W 〇 146.0 〇
DL-MF300N DL-M501N 〇 164.4 〇
DL-MF300N DL-M510N 〇 165.8 〇
DL-MF30PN DL-M300L 〇 121.6 〇
DL-MF30PN DL-M300N 〇 148.3 〇
DL-MF30PN DL-M300W 〇 143.2 〇
DL-MF30PN DL-M301N 〇 154.2 〇
DL-MF30PN DL-M310N 〇 159.2 〇
DL-MF30PN DL-M500L 〇 124.0 〇
DL-MF30PN DL-M500N 〇 148.0 〇
DL-MF30PN DL-M500W 〇 146.0 〇
DL-MF30PN DL-M501N 〇 164.4 〇
DL-MF30PN DL-M510N 〇 165.8 〇
DL-MF400N DL-M400L 〇 120.2 〇
DL-MF400N DL-M400N 〇 142.4 〇
DL-MF400N DL-M400W 〇 132.4 〇
DL-MF400N DL-M401N 〇 160.3 〇
DL-MF400N DL-M410N 〇 151.1 〇
DL-MF400N DL-M600L 〇 122.4 〇
DL-MF400N DL-M600N 〇 142.8 〇
DL-MF400N DL-M600W 〇 136.7 〇
DL-MF400N DL-M601N 〇 164.7 〇
DL-MF400N DL-M610N 〇 153.3 〇
DL-MF400W DL-M400L 〇 120.2 〇
DL-MF400W DL-M400N 〇 142.4 〇
DL-MF400W DL-M400W 〇 132.4 〇
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DL-MF400W DL-M401N 〇 160.3 〇
DL-MF400W DL-M410N 〇 151.1 〇
DL-MF400W DL-M600L 〇 122.4 〇
DL-MF400W DL-M600N 〇 142.8 〇
DL-MF400W DL-M600W 〇 136.7 〇
DL-MF400W DL-M601N 〇 164.7 〇
DL-MF400W DL-M610N 〇 153.3 〇
DL-MF40PN DL-M400L 〇 120.2 〇
DL-MF40PN DL-M400N 〇 142.4 〇
DL-MF40PN DL-M400W 〇 132.4 〇
DL-MF40PN DL-M401N 〇 160.3 〇
DL-MF40PN DL-M410N 〇 151.1 〇
DL-MF40PN DL-M600L 〇 122.4 〇
DL-MF40PN DL-M600N 〇 142.8 〇
DL-MF40PN DL-M600W 〇 136.7 〇
DL-MF40PN DL-M601N 〇 164.7 〇
DL-MF40PN DL-M610N 〇 153.3 〇
DL-MF40PW DL-M400L 〇 120.2 〇
DL-MF40PW DL-M400N 〇 142.4 〇
DL-MF40PW DL-M400W 〇 132.4 〇
DL-MF40PW DL-M401N 〇 160.3 〇
DL-MF40PW DL-M410N 〇 151.1 〇
DL-MF40PW DL-M600L 〇 122.4 〇
DL-MF40PW DL-M600N 〇 142.8 〇
DL-MF40PW DL-M600W 〇 136.7 〇
DL-MF40PW DL-M601N 〇 164.7 〇
DL-MF40PW DL-M610N 〇 153.3 〇
DL-MK100N DL-M100N 〇 153.3 〇
DL-MK100W DL-M100N 〇 156.0 〇
DL-MK200N DL-M200N 〇 153.3 〇
DL-MK200W DL-M200N 〇 156.6 〇
DL-MK300N DL-M300L 〇 117.8 〇
DL-MK300N DL-M300N 〇 143.9 〇
DL-MK300N DL-M300W 〇 138.9 〇
DL-MK300N DL-M301N 〇 149.7 〇
DL-MK300N DL-M310N 〇 154.7 〇
DL-MK300N DL-M500L 〇 120.4 〇
DL-MK300N DL-M500N 〇 143.6 〇
DL-MK300N DL-M500W 〇 141.6 〇
DL-MK300N DL-M501N 〇 159.5 〇
DL-MK300N DL-M510N 〇 161.1 〇
DL-MK400M DL-M400L 〇 118.3 〇
DL-MK400M DL-M400N 〇 140.2 〇
DL-MK400M DL-M400W 〇 130.2 〇
DL-MK400M DL-M401N 〇 157.8 〇
DL-MK400M DL-M410N 〇 148.8 〇
DL-MK400M DL-M600L 〇 120.6 〇
DL-MK400M DL-M600N 〇 140.6 〇
DL-MK400M DL-M600W 〇 134.4 〇
DL-MK400M DL-M601N 〇 162.1 〇
DL-MK400M DL-M610N 〇 150.8 〇
DL-MK400N DL-M400L 〇 116.7 〇
DL-MK400N DL-M400N 〇 138.3 〇
DL-MK400N DL-M400W 〇 128.6 〇
DL-MK400N DL-M401N 〇 155.6 〇
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DL-MK400N DL-M410N 〇 146.8 〇
DL-MK400N DL-M600L 〇 118.7 〇
DL-MK400N DL-M600N 〇 138.7 〇
DL-MK400N DL-M600W 〇 132.6 〇
DL-MK400N DL-M601N 〇 160.0 〇
DL-MK400N DL-M610N 〇 148.8 〇
DL-MK400W DL-M400L 〇 118.9 〇
DL-MK400W DL-M400N 〇 140.8 〇
DL-MK400W DL-M400W 〇 130.8 〇
DL-MK400W DL-M401N 〇 158.4 〇
DL-MK400W DL-M410N 〇 149.4 〇
DL-MK400W DL-M600L 〇 121.0 〇
DL-MK400W DL-M600N 〇 141.2 〇
DL-MK400W DL-M600W 〇 135.1 〇
DL-MK400W DL-M601N 〇 162.8 〇
DL-MK400W DL-M610N 〇 151.5 〇
DL-MR300N DL-M300L 〇 121.6 〇
DL-MR300N DL-M300N 〇 148.3 〇
DL-MR300N DL-M300W 〇 143.2 〇
DL-MR300N DL-M301N 〇 154.2 〇
DL-MR300N DL-M310N 〇 159.2 〇
DL-MR300N DL-M500L 〇 124.0 〇
DL-MR300N DL-M500N 〇 148.0 〇
DL-MR300N DL-M500W 〇 146.0 〇
DL-MR300N DL-M501N 〇 164.4 〇
DL-MR300N DL-M510N 〇 165.8 〇
DL-MR400N DL-M400L 〇 120.2 〇
DL-MR400N DL-M400N 〇 142.4 〇
DL-MR400N DL-M400W 〇 132.4 〇
DL-MR400N DL-M401N 〇 160.3 〇
DL-MR400N DL-M410N 〇 151.1 〇
DL-MR400N DL-M600L 〇 122.4 〇
DL-MR400N DL-M600N 〇 142.8 〇
DL-MR400N DL-M600W 〇 136.7 〇
DL-MR400N DL-M601N 〇 164.7 〇
DL-MR400N DL-M610N 〇 153.3 〇
DL-MU300N DL-M300L 〇 117.8 〇
DL-MU300N DL-M300N 〇 143.9 〇
DL-MU300N DL-M300W 〇 138.9 〇
DL-MU300N DL-M301N 〇 149.7 〇
DL-MU300N DL-M310N 〇 154.7 〇
DL-MU300N DL-M500L 〇 120.4 〇
DL-MU300N DL-M500N 〇 143.6 〇
DL-MU300N DL-M500W 〇 141.6 〇
DL-MU300N DL-M501N 〇 159.5 〇
DL-MU300N DL-M510N 〇 161.1 〇
DL-MU30PN DL-M300L 〇 117.8 〇
DL-MU30PN DL-M300N 〇 143.9 〇
DL-MU30PN DL-M300W 〇 138.9 〇
DL-MU30PN DL-M301N 〇 149.7 〇
DL-MU30PN DL-M310N 〇 154.7 〇
DL-MU30PN DL-M500L 〇 120.4 〇
DL-MU30PN DL-M500N 〇 143.6 〇
DL-MU30PN DL-M500W 〇 141.6 〇
DL-MU30PN DL-M501N 〇 159.5 〇



器具本体型番
組合せライトモジュール
もしくは電源ユニット

lm/w

判定
結果

機種名 適合化学
物質の
基準への
適合

器具
効率

DL-MU30PN DL-M510N 〇 161.1 〇
DL-MU400N DL-M400L 〇 116.7 〇
DL-MU400N DL-M400N 〇 138.3 〇
DL-MU400N DL-M400W 〇 128.6 〇
DL-MU400N DL-M401N 〇 155.6 〇
DL-MU400N DL-M410N 〇 146.8 〇
DL-MU400N DL-M600L 〇 118.7 〇
DL-MU400N DL-M600N 〇 138.7 〇
DL-MU400N DL-M600W 〇 132.6 〇
DL-MU400N DL-M601N 〇 160.0 〇
DL-MU400N DL-M610N 〇 148.8 〇
DL-MU40PN DL-M400L 〇 116.7 〇
DL-MU40PN DL-M400N 〇 138.3 〇
DL-MU40PN DL-M400W 〇 128.6 〇
DL-MU40PN DL-M401N 〇 155.6 〇
DL-MU40PN DL-M410N 〇 146.8 〇
DL-MU40PN DL-M600L 〇 118.7 〇
DL-MU40PN DL-M600N 〇 138.7 〇
DL-MU40PN DL-M600W 〇 132.6 〇
DL-MU40PN DL-M601N 〇 160.0 〇
DL-MU40PN DL-M610N 〇 148.8 〇
DL-MW300N DL-M300L 〇 112.9 〇
DL-MW300N DL-M300N 〇 137.9 〇
DL-MW300N DL-M300W 〇 132.9 〇
DL-MW300N DL-M301N 〇 143.4 〇
DL-MW300N DL-M310N 〇 148.4 〇
DL-MW300N DL-M500L 〇 115.2 〇
DL-MW300N DL-M500N 〇 137.6 〇
DL-MW300N DL-M500W 〇 135.6 〇
DL-MW300N DL-M501N 〇 152.8 〇
DL-MW300N DL-M510N 〇 154.4 〇
DL-MW400N DL-M400L 〇 111.8 〇
DL-MW400N DL-M400N 〇 132.6 〇
DL-MW400N DL-M400W 〇 123.3 〇
DL-MW400N DL-M401N 〇 149.0 〇
DL-MW400N DL-M410N 〇 140.6 〇
DL-MW400N DL-M600L 〇 113.8 〇
DL-MW400N DL-M600N 〇 132.8 〇
DL-MW400N DL-M600W 〇 127.1 〇
DL-MW400N DL-M601N 〇 153.1 〇
DL-MW400N DL-M610N 〇 142.6 〇
DL-NA12NM 〇 125.0 〇
DL-NA13NM 〇 133.9 〇
DL-NA24NM 〇 135.7 〇
DL-NA25NM 〇 133.3 〇
DL-NA27NM 〇 133.3 〇
DL-NA28NM 〇 137.9 〇
DL-NA29NM 〇 134.1 〇


